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VENTILATION SYSTEM

< SYSTEM DESCRIPTION >

SYSTEM DESCRIPTION
VENTILATION SYSTEM

System Description INFOID:0000000004907718

OUTLINE
Ventilation system is controlled by A/C auto amp. (AUTOMATIC AIR CONDITIONER) or A/C control (MAN-
UAL AIR CONDITIONER and MANUAL HEATER). For details of air conditioner system, refer to HAC-16,
"System Description" (AUTOMATIC AIR CONDITIONER), HAC-162, "System Description" (MANUAL AIR
CONDITIONER) or HAC-235, "System Description" (MANUAL HEATER).

AIR FLOW

Front

Rear

×: Applicable

JPIIA1716ZZ

JPIIA1717ZZ

MODE/DEF position in-
dication

AIR OUTLET

Ventilator (1) Ventilator (2) Foot (3) Defroster (4)

× × — —

× × × —

— × × ×

— × × ×

— × — ×
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< PRECAUTION >

V

PRECAUTION
PRECAUTIONS

Precaution for Supplemental Restraint System (SRS) "AIR BAG" and "SEAT BELT 
PRE-TENSIONER" INFOID:0000000005044309

The Supplemental Restraint System such as “AIR BAG” and “SEAT BELT PRE-TENSIONER”, used along
with a front seat belt, helps to reduce the risk or severity of injury to the driver and front passenger for certain
types of collision. This system includes seat belt switch inputs and dual stage front air bag modules. The SRS
system uses the seat belt switches to determine the front air bag deployment, and may only deploy one front
air bag, depending on the severity of a collision and whether the front occupants are belted or unbelted.
Information necessary to service the system safely is included in the “SRS AIR BAG” and “SEAT BELT” of this
Service Manual.
WARNING:
• To avoid rendering the SRS inoperative, which could increase the risk of personal injury or death in

the event of a collision which would result in air bag inflation, all maintenance must be performed by
an authorized NISSAN/INFINITI dealer.

• Improper maintenance, including incorrect removal and installation of the SRS, can lead to personal
injury caused by unintentional activation of the system. For removal of Spiral Cable and Air Bag
Module, see the “SRS AIR BAG”.

• Do not use electrical test equipment on any circuit related to the SRS unless instructed to in this
Service Manual. SRS wiring harnesses can be identified by yellow and/or orange harnesses or har-
ness connectors.

PRECAUTIONS WHEN USING POWER TOOLS (AIR OR ELECTRIC) AND HAMMERS
WARNING:
• When working near the Air Bag Diagnosis Sensor Unit or other Air Bag System sensors with the

ignition ON or engine running, DO NOT use air or electric power tools or strike near the sensor(s)
with a hammer. Heavy vibration could activate the sensor(s) and deploy the air bag(s), possibly
causing serious injury.

• When using air or electric power tools or hammers, always switch the ignition OFF, disconnect the
battery, and wait at least 3 minutes before performing any service.

Precaution Necessary for Steering Wheel Rotation after Battery Disconnect
INFOID:0000000005044311

NOTE:
• Before removing and installing any control units, first turn the push-button ignition switch to the LOCK posi-

tion, then disconnect both battery cables.
• After finishing work, confirm that all control unit connectors are connected properly, then re-connect both

battery cables.
• Always use CONSULT-III to perform self-diagnosis as a part of each function inspection after finishing work.

If a DTC is detected, perform trouble diagnosis according to self-diagnosis results.
This vehicle is equipped with a push-button ignition switch and a steering lock unit.
If the battery is disconnected or discharged, the steering wheel will lock and cannot be turned.
If turning the steering wheel is required with the battery disconnected or discharged, follow the procedure
below before starting the repair operation.

OPERATION PROCEDURE
1. Connect both battery cables.

NOTE:
Supply power using jumper cables if battery is discharged.

2. Turn the push-button ignition switch to ACC position.
(At this time, the steering lock will be released.)

3. Disconnect both battery cables. The steering lock will remain released with both battery cables discon-
nected and the steering wheel can be turned.

4. Perform the necessary repair operation.
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PRECAUTIONS

< PRECAUTION >
5. When the repair work is completed, re-connect both battery cables. With the brake pedal released, turn

the push-button ignition switch from ACC position to ON position, then to LOCK position. (The steering
wheel will lock when the push-button ignition switch is turned to LOCK position.)

6. Perform self-diagnosis check of all control units using CONSULT-III.
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< PREPARATION >

V

PREPARATION
PREPARATION

Commercial Service Tool INFOID:0000000004907722

Tool name Description

Remover tool Remove clips, pawls, metal clips

PIIB7923J
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IN-CABIN MICROFILTER

< PERIODIC MAINTENANCE >

PERIODIC MAINTENANCE
IN-CABIN MICROFILTER

Exploded View INFOID:0000000004907737

Removal and Installation INFOID:0000000004907738

REMOVAL
1. Remove globe box assembly. Refer to IP-12, "Exploded View".
2. Remove filter cover (1) from the RH side of A/C unit assembly,

and then remove in-cabin microfilter (2). 
CAUTION:
If the filter is deformed/damaged when removing, replace it
with a new one. Deformed/damaged filter may deteriorate
the dust collecting performance.

INSTALLATION
Installation is basically the reverse order of removal.
CAUTION:
When installing, handle the filter with extreme care to avoid deforming/damaging.

Replacement INFOID:0000000004907739

Replace in-cabin microfilter.
Refer to MA-6, "Schedule 1" and MA-8, "Schedule 2".
Affix a caution label inside the glove box when replacing filter.

1. A/C unit assembly 2. In-cabin microfilter 3. Filter cover

JPIIA1679ZZ
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< REMOVAL AND INSTALLATION >

V

REMOVAL AND INSTALLATION
DUCT AND GRILLE

Exploded View INFOID:0000000004907723

FRONT

REAR

1. Side defroster nozzle RH 2. Front defroster nozzle 3. Side defroster nozzle LH

4. Side ventilator duct LH 5. Foot duct LH 6. A/C unit assembly

7. Side ventilator grille LH 8. Instrument panel assembly 9. Center ventilator grille LH

10. Cluster lid C 11. Center ventilator grille RH 12. Side ventilator grille RH

13. Center ventilator duct 14. Foot duct RH 15. Side ventilator duct RH

JPIIA1684ZZ
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DUCT AND GRILLE

< REMOVAL AND INSTALLATION >

CENTER VENTILATOR GRILLE

CENTER VENTILATOR GRILLE : Removal and Installation INFOID:0000000004907724

REMOVAL
1. Remove cluster lid C. Refer to IP-12, "Exploded View".
2. Remove mounting screws, and then remove center ventilator grille from cluster lid C.

INSTALLATION
Installation is basically the reverse order of removal.
SIDE VENTILATOR GRILLE

SIDE VENTILATOR GRILLE : Removal and Installation INFOID:0000000004907725

REMOVAL
1. Remove instrument panel assembly. Refer to IP-12, "Exploded View". 
2. Remove mounting screws (A), and then remove side ventilator

grille (1) from instrument panel assembly. 

INSTALLATION

1. A/C unit assembly 2. Rear foot duct 1 LH 3. Rear foot duct 2 LH

4. Rear foot duct 2 RH 5. Rear foot duct 1 RH

JPIIA1678ZZ

JPIIA1685ZZ
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DUCT AND GRILLE

C

D

E

F

G

H

J

K

L

M

A

B

TL

N

O

P

< REMOVAL AND INSTALLATION >

V

Installation is basically the reverse order of removal.
CENTER VENTILATOR DUCT

CENTER VENTILATOR DUCT : Removal and Installation INFOID:0000000004907728

REMOVAL
1. Remove front defroster nozzle. Refer to VTL-7, "Exploded View".
2. Remove mounting screws (A), and then remove center ventilator duct (1) from instrument panel assem-

bly.

INSTALLATION
Installation is basically the reverse order of removal.
SIDE VENTILATOR DUCT

SIDE VENTILATOR DUCT : Removal and Installation INFOID:0000000004907729

REMOVAL
1. Remove instrument panel assembly. Refer to IP-12, "Exploded View".
2. Remove mounting screws (A), and then remove side ventilator

duct (1) from the vehicle.

INSTALLATION
Installation is basically the reverse order of removal.
FRONT DEFROSTER NOZZLE

FRONT DEFROSTER NOZZLE : Removal and Installation INFOID:0000000004907730

REMOVAL
1. Remove side defroster nozzles. Refer to VTL-7, "Exploded View".

JPIIA1686ZZ

JPIIA1687ZZ
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DUCT AND GRILLE

< REMOVAL AND INSTALLATION >
2. Remove mounting screw (A), and then remove front defroster nozzle (1) from instrument panel assembly.

INSTALLATION
Installation is basically the reverse order of removal.
SIDE DEFROSTER NOZZLE

SIDE DEFROSTER NOZZLE : Removal and Installation INFOID:0000000004907731

REMOVAL
1. Remove instrument panel assembly. Refer to IP-12, "Exploded View".
2. Remove mounting screws (A), and then remove bracket (1).

3. Remove mounting screws (B), and then remove side defroster nozzle (2) from instrument panel assembly.

INSTALLATION
Installation is basically the reverse order of removal.
REAR FOOT DUCT 1

REAR FOOT DUCT 1 : Removal and Installation INFOID:0000000004907742

REMOVAL
1. Remove instrument lower cover. Refer to IP-12, "Exploded View".
2. Remove rear foot duct 1 from the vehicle.

INSTALLATION
Installation is basically the reverse order of removal.
REAR FOOT DUCT 2

JPIIA1688ZZ

JPIIA1689ZZ
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< REMOVAL AND INSTALLATION >

V

REAR FOOT DUCT 2 : Removal and Installation INFOID:0000000004907743

REMOVAL

Driver side

1. Remove center console assembly. Refer to IP-22, "Exploded View".
2. Remove harness clip (A) from rear foot duct 2 LH (1).

3. Remove front floor spacer LH. Refer to INT-18, "Exploded View". 
4. Remove clip, and then remove rear foot duct 2 LH from the vehicle. 

Passenger side

1. Remove center console assembly. Refer to IP-22, "Exploded View".
2. Remove front floor spacer RH. Refer to INT-18, "Exploded View".
3. Remove clip, and then remove rear foot duct 2 RH from the vehicle.

INSTALLATION
Installation is basically the reverse order of removal.
FOOT DUCT

FOOT DUCT : Removal and Installation INFOID:0000000004907733

REMOVAL

Driver side

1. Remove steering column lower cover. Refer to IP-12, "Exploded View".
2. Remove mounting nuts (A), and then remove knee protector

upper (1). 

JPIIA1690ZZ

JPIIA1691ZZ
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DUCT AND GRILLE

< REMOVAL AND INSTALLATION >
3. Remove mounting screws (A), and then remove foot duct LH

(1).

Passenger side

1. Remove instrument panel assembly. Refer to IP-12, "Exploded View".
2. Remove mounting screws (A), and then remove foot duct RH

(1).

INSTALLATION
Installation is basically the reverse order of removal.

JPIIA1681ZZ
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VTL-12Revision: 2009 March 2009 Z12



BLOWER MOTOR

C

D

E

F

G

H

J

K

L

M

A

B

TL

N

O

P

< REMOVAL AND INSTALLATION >

V

BLOWER MOTOR

Exploded View INFOID:0000000004907734

• *1: Manual air conditioner or Manual heater

• *2: Automatic air conditioner

Removal and Installation INFOID:0000000004907736

REMOVAL
1. Remove remote keyless entry receiver. Refer to DLK-223, "Exploded View" (WITH I-KEY) or DLK-367,

"Exploded View" (WITHOUT I-KEY).
2. Disconnect blower motor connector.
3. Press flange holding hook (A), and then turn blower motor (1)

clockwise.
4. Pull outside, and then remove blower motor.

INSTALLATION
Installation is basically the reverse order of removal.

1. A/C unit assembly 2. Blower fan resistor*1 3. Sub harness*1

4. Power transistor*2 5. Sub harness*2 6. Blower motor

JPIIA1680ZZ

JPIIA1692ZZ
VTL-13Revision: 2009 March 2009 Z12


	QUICK REFERENCE INDEX
	Table of Contents
	SYSTEM DESCRIPTION
	VENTILATION SYSTEM
	System Description
	OUTLINE
	AIR FLOW
	Front
	Rear




	PRECAUTION
	PRECAUTIONS
	Precaution for Supplemental Restraint System (SRS) "AIR BAG" and "SEAT BELT PRE-TENSIONER"
	PRECAUTIONS WHEN USING POWER TOOLS (AIR OR ELECTRIC) AND HAMMERS

	Precaution Necessary for Steering Wheel Rotation after Battery Disconnect
	OPERATION PROCEDURE



	PREPARATION
	PREPARATION
	Commercial Service Tool


	PERIODIC MAINTENANCE
	IN-CABIN MICROFILTER
	Exploded View
	Removal and Installation
	REMOVAL
	INSTALLATION

	Replacement


	REMOVAL AND INSTALLATION
	DUCT AND GRILLE
	Exploded View
	FRONT
	REAR

	CENTER VENTILATOR GRILLE
	CENTER VENTILATOR GRILLE : Removal and Installation
	REMOVAL
	INSTALLATION


	SIDE VENTILATOR GRILLE
	SIDE VENTILATOR GRILLE : Removal and Installation
	REMOVAL
	INSTALLATION


	CENTER VENTILATOR DUCT
	CENTER VENTILATOR DUCT : Removal and Installation
	REMOVAL
	INSTALLATION


	SIDE VENTILATOR DUCT
	SIDE VENTILATOR DUCT : Removal and Installation
	REMOVAL
	INSTALLATION


	FRONT DEFROSTER NOZZLE
	FRONT DEFROSTER NOZZLE : Removal and Installation
	REMOVAL
	INSTALLATION


	SIDE DEFROSTER NOZZLE
	SIDE DEFROSTER NOZZLE : Removal and Installation
	REMOVAL
	INSTALLATION


	REAR FOOT DUCT 1
	REAR FOOT DUCT 1 : Removal and Installation
	REMOVAL
	INSTALLATION


	REAR FOOT DUCT 2
	REAR FOOT DUCT 2 : Removal and Installation
	REMOVAL
	Driver side
	Passenger side

	INSTALLATION


	FOOT DUCT
	FOOT DUCT : Removal and Installation
	REMOVAL
	Driver side
	Passenger side

	INSTALLATION



	BLOWER MOTOR
	Exploded View
	Removal and Installation
	REMOVAL
	INSTALLATION






<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


